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DETECTIFY USER MANUAL 

CAUTION! Detectify R1 is an electrostatic sensitive device. Observe necessary precautions 
when you open the enclosure of the device. 

TRANSPORTATION 

Observe necessary precautions when transporting devices and contact your service for the 
transportation of dangerous goods. The device includes a lithium metal battery pack which 
contains 1.4 grams of lithium. Do not remove packing material or repack devices unless 
necessary.  

INSTALLATION 

To complete the installation of the device, you need a small slotted screwdriver. 

1. Read and mark down the Sigfox identifier and the PAC key of the device. The

information is on the label on the back cover of the device. The information is also in

the QR code of the label.

2. Open the enclosure of the device using the screwdriver. Place the screwdriver gently

between the device and the lid and rotate the screwdriver carefully until the lid comes

off.

3. Connect the battery pack of the device.

4. Close the enclosure of the device. Do not touch the wire antenna of the device.

5. Install the device on the wall using the double sided adhesive tape or screw.

CAUTION! Do not install or use the device if the battery pack is broken. Disconnect the 
battery pack immediately and contact the vendor of the device. 

APPLICATION 

The device has been designed to monitor the occupancy rate of spaces. However, the device 
can be applied to other applications as well. The device is based on a passive infrared radiation 
(PIR) sensor which can detect movement of humans, animals, and other heat sources. 

The detection distance is approximately five meters, and the detection angle is approximately 
90 degrees. The detection distance and angle are dependent on the temperature difference 
between the target and the environment and the size and speed of the heat source. 
If the space is not occupied, the device sends a notification in every two hours. If the space 
becomes occupied, the device sends a notification immediately. If the space remains occupied, 
the device sends a notification every 15 minutes. 

The battery life of the device is dependent on the occupancy rate of the space. The battery life 
is approximately 8 years if the devices sends approximately 20 notifications a day. 
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CONNECTION TO FOXERIOT CLOUD SERVICE 

If the device is connected to FoxerIoT, provided by Connected Finland, you do not need to do 
anything else. You can immediately login to FoxerIoT and observe the measurements. 

CONNECTION TO SIGFOX BACKEND 

Register the device to the Sigfox network using the Sigfox backend at backend.sigfox.com. You 
need the Sigfox identifier and the PAC key to register the device. For further details, please see 
the documentation of the Sigfox backend. 

DISPOSAL 

Check the regulations regarding the disposal of electronic devices and lithium metal batteries 
before you dispose the devices. 

PAYLOAD 

The device sends the state of the space. 

BYTES DESCRIPTION UNIT BYTE ORDER TYPE 
1 State Not applicable Big endian Positive integer 

The state of the space can be interpreted as follows: 
0x00  The space is not occupied 
0xFF  The space is occupied 

SUPPORT 

Please contact the vendor of the device for support. If the vendor is not available, you can also 
contact the manufacturer of the device at support@connectedfinland.fi or +358 10 311 5800. 
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